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1. Double click on*
Chinese-English switch

, enter QR code Reader parameter setting page,

mouse right click within the red frame area, it will pop out the language selection, click %3¢
change to English
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2.Use mini USB data cable connect the QR code reader to PC, fill-in light on, buzzer rings, QR
code reader start done, then use the internet cable connect the QR code Reader to PC.

3.QR code Reader default fixed IP is 192.168.1.99, client PC manual setting the same network
segment with the QR code Reader, follow the operation as below Picture, can get the QR code
reader parameter via the software

[ o o Natwark ar
[ L ! P addiesal 192 .168. 1 .99 etk mode |Fored x
Subnet mask| $55 . 2155 355 . 0 senver address | Do fonsvsion.com
| | ook guee[ 1920661 sevecpor [0
| 57 ong 1 10s 14 104 118 HTTR sarar [PHR =
sl 8 .8 .6 .8 smm-l
Fodrrat paramabar seTUngs
mmmﬂm{mw - Lt up
adnurrblfnpd.thm-mlﬂ-l - Setup
HID format parametes Entar |EMEF =] ineteedoinefens =]  Setup
mmmﬂ.!m | pata bes [8 -
e nef! =] puy check [NONE =]
QR code seral output foemat |ASCH x boiup I

Extdnal paraeneler sattngs

Resat settngs|12 hoos =] Selep WMMMt-iI
Pscsrry| Closa - et op hmwmmm - el up I

Bar code QR code setting mr—. but
predi 3nd suff mput foerrae [15C0 7] _wl
s setup |

Card Prafic suffi format
presic and suffic nput Foemae[5c =] ool
Sarial output foemat [ASE0 +] Suffee "'”"_.l
Wi omng
Low puls [400 High puise | 2000 Setup |

- QR code parameter

Caed nurrber foemat [EHI00 = NTF address

Number of trmas [Humbert - Abemate aédem setup |

Data encryption [1o-encr - Workng made [eader z
) Hmtwutn-onl1“m :"':] Q'm-dnhm:hbtoum.rr.[ﬂ -
Recone parametsr successha | 5 58 58 58 00 00 00 00 1f 00 00 00 40 02 00 00 #5 00 00 00 00 63 01 a8 c0 0O F F 0L 01 a8 00

4.Function parameter specification:

1.network parameter
Mainly include network parameter of the QR code Reader, configure relevant
parameter, click setting can done setting.

 Network parameter= -

IP address| 192 .168 . 1 . 99 Network mode |Fixed IP ;I
Subnet mask | 255 .255 .255 . 0 server address |ipc.fondvision.com
network gate | 192 .168 . 1 . 1 Server port |80

DNS 1] 114 .114 .114 .114 HTTP server |PHP -]

DNS2| 8 .8 .8 . 8 _ Setup I

Internet mode: default fixed 1P:192.168.1.99 mode, can select auto obtain mode
[HTTP address] HTTP output mode need use domain name address
[HTTP sever port] HTTPoutput mode need use sever port:
[ Docking services Voice 1 HTTP output mode, sever docking interface language
PHP.JSP.C#.ASP option)
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2.format parameter setting

Format parameter settings

Output format selection|USE keyboard Setup
card nurmber input Furmra 6H Setup

HID format parameter Ent&rlEn'CEf *| Line fead|No ine feed 501 UP
Serial parameter baud rate 9600 j Data bits |8 x
Stop t:u=!:|1 =] Party check rHDNE E|

QR code serial output format | ASCII =] Setup

[ output format selecton 1 USB Virtual keyboard.USB virtual serial
port. H-TTP.MQTT.RS232.WG26.WG34.RS485.access  control system output( not
enabled). TCP.UDP functions

[ card number output format ] 6H.8H.6H10D.8H10D.2H3D+4H5D option , this card
number format setting is invalid for QR Code

[ HID format parameter] data output if send carriage return.If send line feed, this
parameter setting is invalid for USB virtual serials port, carriage return only valid for USB
virtual keyboard, linefeed only valid for RS232

[ parameter] can adjust correspond parameter as you need, this parameter setting is
invalid for USB virtual serial port, only valid for RS485, RS232

[ QR code serial port output format] DEC.HEX.DEC Reverse.Hex Reverse.ASCII option,

(this parameter only valid for RS485,RS232“RS485.RS232”, Hex.Hex Reverse output format
is Hex card number, total bit is odd, output is ASCII, Even number, output is HEX card number)
3.external parameter

External parameter sattings

Reset settings|12 hours ™|  Setup | Working mode ﬁ:ﬂmn made ﬂ Setup
hon|Case x|  setup Sweeping light | turn on ~|  setup

[rest setting] 0 for not reset, 12hours interval.24 hours interval:

[working mode] common mode, single mode, interval mode,
Common mode: can reading QR code constantly:
single mode: the same QR code can not reading constantly:
interval mode: reading the same QR code need waiting 15 seconds
[horn] not enabled:
[scan fill-in light] turn on and off for camera fill-in light:
4.bar code, QR code setting

Bar code QR code setting — | g
prefix and suffix input format F"SCH j"

Suffix [ Set up
setting QR code prefix and suffix, add the correspond prefix and suffix to QR code

[ prefix and suffix input format] ASCI.HEX option, setting the prefix and suffix format
output:
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5.card number prefix suffix format

Card Prefoc suffic format
prefix and suffix input format [ASCH _+] peeti |
Serial output format IﬁnECI] 'i Suffix I ost iy

setting prefix and suffix, add the correspond prefix and suffix to card number(this
paremeter only valid for RS485 . RS232)
[ prefix and suffix input format] ASCI.HEX option, setting the prefix and suffix format
output:
[ serial port output format] ASCI.HEX option, setting the prefix and suffix format output:

6.WG timing sequence defination
WG Trmng defmibon -

Low pulse__|4un -_ High pulse |2000 Setup |

setting the wiegand output high-low pulse time period, setting the timing sequence

according to the actual controller
7.QR code parameter setting

~ QR code parameter setti
Card number format |SH10D - NTP addreas[
Number of times iHumherF bl Alternate addmss| Setup
D.ata enmn iHD‘EﬂEﬁ w* WDI‘RI‘IQ rmﬁe IRE‘E der “'_I

Metwork protocol EHTTF' ]" Qr code fetch bit output |D vI

[ card number format] 8H10D.Hex.2H3D+4H5D option,  default is 8H10D ( this
parameter only valid for WG26.WG34)
other function parameter not enabled
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