
 

           AHD-9032    

  
  

OONNVVIIFF  22..33  HH..226644  DDiiggiittaall  VViiddeeoo  RReeccoorrddeerr  
UUSSBB MMoouussee CCoonnttrrooll wwiitthh GGUUII DDiissppllaayy  

 

   

 

Model AHD-9032 

 

System 

 

Main processor Industrial grade embedded micro controller chipset 

Operating system Embedded LINUX operating system 

System resource Simultaneous multi-channel real-time recording, playback, network operation, USB backup 

 

Display 

 

Operation interface 16-bit true color graphic menu operation interface, support mouse operation 

Multilingual Language YES, 10 kinds of language 

Display screen 1/4/9/16//32 

Video 

Video Standard PAL；NTSC 

Video Input Multi-Input (XVI, AHD, TVI, CVI, CVBS, IP) 

Video Compression H.264 

Audio 

 

Audio compression G.711A 

Two-way communication Support 

Record  

and  

Playback 

Record mode Manual>Alarm>Dynamic Detection>Timing 

Local playback 8*1080N@15fps real-time 

Video search Search by Time/Calendar/Event/Channel 

Storage 

and  

Back up 

Space Usage 

Video  CIF：4~5G/day*channel， D1：8~10G/day *channel， 

960H：12~20G/day*channel， 720P：20G~30G/day*channel， 

                       1080N：40G/day*channel，Audio 691.2M/day *channel 

Back up mode Network backup, USB hard disk, USB burner, SATA burner 

Interface 

Video input 32ch BNC(1.0Vp-p, 75Ω) 

Video output 1ch VGA，1ch HDMI 

Audio input  1ch RCA  (200-2800mV,30KΩ) 

Audio output 1ch RCA(200-3000mV,5KΩ) /1ch HDMI audio output 

Network port 1*RJ45 10/100 Base-T self-adaptive Ethernet port 

PTZ control 1*RS485, Support kinds of PTZ protocol 

USB port 2*USB2.0 ports(reserve 2 front interface) 

HDD port 2*SATA (Max 6TB for each) 

Wireless Port 3G & WIFI ( Extended by USB) 

User 
User level Admin / User 

Password protection Yes 

Remote 

Remote Independent 

Operation 
Yes 

Download records Yes 

CMS CMS Software for multiple DVR (up to 255 DVR simultaneously) 

Live Audio Yes 

On-line user Max. 10 

Mobile Surveillance Yes 

 

Alarm 

 

Motion detection 16 × 12 grids per channel;6 adjustable parameters for accurate detection 

Event Notification FTP / E-Mail / PMS 

Pre-alarm Recording Yes 

Video loss Video loss notification 

Buzzer Yes 

Other ONVIF Support 

 Power supply 12V/5A 


