
   

 

 

    

SPECIFCATIONS 

Sensor Ship Brand 1/3” Sony Effio-P Solution Super Real WDR  

PICTURE ELEMENTS PAL  : 976(H) x 582(V) 

NTSC : 976(H) x 494(V) 

 

Scanning Frequency CCIR/PAL : 15625Hz(H) , 50Hz(V) 

EIA/NTSC : 15734Hz(H) , 60Hz(V) 

 

HORIZONTAL.RESOLUTION 700TV lines  

Built-in Lens 2.8-12 mm. Manual zoom Lens  

Minimum illumination 0.001 LUX / 0 LUX (IR ON)  

IR Distance 30 Meter  

Infrared LED 36 Pcs  

Auto White Balance Auto  

Feature Real WDR, OSD, DNR, HLC, Motion Detection, Privacy Masks 

Dynamic Noise Reduction 3D-DNR  

WDR Wide Dynamic Range Super Real WDR  

Synchronizing 2:1 Interlace Sync.  

S/N RATIO More than 52dB.  

Gamma Correction More than 0.45  

Auto Shutter Auto (1/60(50)~1/100,000)  

VIDEO SIGNAL Video Output (1Vp-p 75 Ohm) 

Operation Temperature -10C ~ +50C  

POWER DC 12V/1000 mA (+/-10%)  

Dimension ₵119 x 88.5(H) mm  

Design High-quality Aluminum case, excellent heat dissipation 

Double Glass + Hoop Unique Design. 

 


