
  

   

 

 

 

 

SPECIFCATIONS 
Image Sensor 1/3” Sony CCD High-quality Picture Day&Night   

Effective Pixel PAL  : 960(H) x 582(V), NTSC : 960(H) x 494(V)  

Resolution 750TVL(Color) / 800TVL(B/W)  

Built-in Lens 6 mm. Lens  

Min Illumination 0.00001 LUX / 0 LUX (IR ON)  

IR Distance 25 Meter  

IR LED 36 Pcs IR LED  

Electronic Shutter PAL:(1/50~1/100,000), NTSC(1/60~1/100,000)  

Synchronous System 2:1 interlace internal Sync.  

S/N Ratio More than 52dB.  

Gamma Correction 0.45  

Exposure Mode Electronic exposure  

BLC Auto 

AGC  Low/Middle/High 

DNR Latest 2D/3D DNR, Support X2~X256 high sensitivity illumination 

Super WDR light and dark band 255 grade adjustable, Max dynamic range 120dB 

AWB Color temperature 3200
o
K,5100

o
K/Manual/Color rolling suppression 

Waterproof IP66  

Video Output Video Output (1Vp-p 75 Ohm)  

Working Temperature -20
o
C ~ +55

o
C  

POWER DC 12V (+/-5%)  

 Super WDR 

 

Eclipse Function 

Digital Demist 

Privacy mask 8 areas 

256X Electronic Zoom 

Motion detection 

Support RS485 control 

 

 


