
 

  

SPECIFICATIONS 
Image Sensor 1/3 Inch Sony 960H Ex-view CCD 

TV System PAL / NTSC 

Total Pixels PAL:795(H)×596(V);NTSC:811(H)×508(V) 

Horizontal Resolution 700TVL 

Mini Illumination 0.001 Lux(0.0Lux IR ON) 

ATR ON/OFF 

Video output 1.0Vp-p, 75II Composite, BNC x 1 

S/N Ratio >50dB 

LED & IR Distance 42pcsΦ5 IR LED 50m IR Distance 

Gamma Correction 0.45 

OSD Menu Available 

CAMERA ID ON/OFF 

Sync system Internal 

Day & Night Mode Color/Black & White/Auto 

Electronic Shutter Speed AUTO/MANUAL/1/50 - 1/10,0000S 

Gain Control Adjustable 

White Balance ATW / PUSH / USER1 / USER2 / MANUAL / PUSH LOCK 

Mirror ON/OFF 

Protection Grade IP65 

Backlight Compensation BLC/OFF/HLC Selectable 

Dynamic Noise Reduction 2D-DNR 

Motion Detection ON/OFF 

Privacy Zone ON/OFF(4 Zone) 

Sharpness ON/OFF(Level Adjustable) 

Picture Adjustment Support   

Lens Mount 2.8-12mm Varifocal lens 

Power 12V DC  

Operating Temperature -10℃~ +50℃,RH80%Max 

Storage Temperature -20℃~ +20℃,RH90%Max 

Dimension 148(W)x102(H)x72(D)mm  

Weight(Approx.) 850g 

 


